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WARRANTY STATEMENT

All sports training equipment manufactured by
SPORTS ATTACK LLC. is warranted against
defects in materials and workmanship for One (1)
year from the date of original purchase.

Should such equipment be found to be defective,
SPORTS ATTACK LLC. will, at its option and

sole discretion provide at no cost to the purchaser

new or rebuilt replacements for defective parts
and will pay the pre-approved labor charge to
repair the product for the duration of the warranty
period only.

THE FOREGOING OBLIGATION IS
EXPRESSLY GIVEN IN LIEU OF ANY OTHER
WARRANTIES, EXPRESSED OR IMPLIED,
INCLUDING ANY IMPLIED WARRANTY OF
MERCHANTABILITY OR FITNESS FOR A
PARTICULAR PURPOSE, WHICH ARE
HEREBY EXCLUDED.

SPORTS ATTACK LLC SHALL NOT BE
LIABLE FOR INDIRECT, INCIDENTAL OR
CONSEQUENTIAL DAMAGES OR LOSSES
FROM ANY CAUSE WHATSOEVER.

This warranty is void if the equipment has been
used in any commercial application, misused,
misapplied, improperly assembled, or modified
without the express written permission of Sports
Attack LLC. In addition, this warranty does not
apply to damage in transit, in any accident
unrelated to the direct operation of the
equipment, or by fire, flood or act of God.

To obtain service during the warranty period:

1. Have the date of purchase.

2. Call the Customer Service Department at:
800-717-4251

3. Identify the product and describe the problem.

A Customer Service Representative will help you
to correct the problem and send replacement
parts) if necessary.

An INVOICE will be sent if any parts need to be
exchanged. To clear the invoice, return, prepaid
and within 30 days, the defective parts as
detailed on the invoice to:

Sports Attack
2805 U. S. 40
Verdi, NV 89439

For repairs and service after the warranty period,
call: Sports Attack, Customer Service Dept.

SHIPPING DAMAGE CLAIMS PROCEDURE

NOTE: For your protection, please note that equipment in this shipment was carefully inspected
and packaged by skilled personnel before leaving the factory. Upon acceptance of this shipment,

the transportation company.

IF SHIPMENT ARRIVES DAMAGED:

1. VISIBLE LOSS OR DAMAGE: Be certain
that any visible loss or damage is noted
on the freight bill or express receipt, and
that the note of loss or damage is signed by
the delivery person.

2. FILE CLAIM FOR DAMAGE IMMEDIATELY:
Regardless of the extent of the damage.

Xi

3. CONCEALED LOSS OR DAMAGE:
if damage is unnoticed until the merchandise
is unpacked, notify the transportation
company or carrier immediately, and file
“CONCEALED DAMAGE” claim with them.
This must be done within fifteen (15) days
from the date the delivery was made to you.
Be sure to retain the container for inspection.

Sports Attack LLC. cannot assume liability for
damage or loss incurred in transit. We will,
however, at your request, supply you with the
necessary documents to support your claim.
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INTRODUCTION

Thank You for purchasing this Sports Attack Professional Training Equipment.

Proper assembly, careful operation and consistent maintenance of this equipment will ensure that it gives
you the very best performance and a long, economical service life.

This manual contains the information needed to properly set up Ace Attack™, and to use it in a manner
which will ensure its optimum performance.

If you have any questions regarding operation, maintenance or service, please call our Customer Service
Department at 800-717-4251 or 775-345-2882.
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SAFETY INSTUCTIONS

WARNINGS ON ACE ATTACK™ BEFORE USING THIS MACHINE.
Use machine only under adult supervision. Failure to operate Ace Attack as described in this
manual can result in severe personal injury or death.

WARNING: Personal Injury Hazard
CAREFULLY READ ALL INSTRUCTIONS IN THIS MANUAL, AND ALL LABELS AND

WARNING: Electrical Shock Hazard
MACHINE MUST BE CONNECTED TO A PROPERLY GROUNDED ELECTRICAL

WARNING: Electrical Shock Hazard
DO NOT OPERATE ON WET GROUND.

CAUTION: Personal

Injury Hazard

Keep hands away from
throwing wheels anytime the

machine is connected to a power
source.

CAUTION: Personal
A Injury Hazard

Carefully check Ace Attack
for completeness and condition

before connecting to electrical
power.

CAUTION: Equipment
A Electrical Damage

DO NOT plug in or energize
this equipment until all Assembly

Instructions and Operation
Instructions are read and followed.

CAUTION: Equipment
A Electrical Damage
Do not allow anyone to walk

in front of the machine if it is
connected to electrical power.

This equipment is intended for non-commercial use only.

ELECTRICAL SAFETY
Use a 115 volt single phase 3-wire grounded power source.

Up to 200 ft. from power source, use a minimum #14/3
grounded 3-wire extension cord.

Over 200 ft. from power source, consult a licensed electrician
for required power cord size.

OPERATING SAFETY

CAUTION: Never reach down near moving throwing wheels for
any reason! If it is necessary to reach into the throwing wheels,
ALWAYS:

1. Turn ALL THREE SPEED CONTROL DIALS to “0”

2. Turn POWER SWITCH “OFF”
3. Unplug Ace Attack from power source
4

Wait until the throwing wheels have come to a complete
stop before reaching hands or fingers anywhere near the
throwing wheels.

CAUTION: Carefully check Ace Attack for completeness and
condition before connecting to electrical power:

1. Throwing wheels must be tight on the motor shafts

2. Wheel guard and ball chute must be tightly fastened to the
throwing head.

Carefully check the throwing wheels frequently for cleanliness,
chips and cracks. Do not use the machine if the throwing
wheels are damaged, or if chips or cracks appear in the wheels.



SAFETY INSTUCTIONS

ALWAYS set the speed controls to zero before
connecting the machine to power. Check that the
speed controls are at zero before turning the power
switch ON.

MOVING THE ACE ATTACK
Always move or roll machine when the throwing head
is down in lower position as in shown in image one.

NEVER move or roll the machine when the throwing
head is in the raised or elevated position as in
image two.

GENERAL USE

1. Keep hands and fingers well away from the
throwing wheels.

2. Keep all persons away from in front of
the machine.

ADDITIONAL INFORMATION
If you have any questions regarding the safe operation
of this equipment, please call:

Sports Attack Customer Service:
1-800-717-4251 or 775-345-2882

Image One: Ace Attack in
lowered position. Only move
machine when it is in the
lowered position.

Image Two: Ace Attack in
elevated serving position.

Do not move machine unless
it is in the lower position.
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PACKING LIST

A

A

BALL BIN ASSY. (1)

BALL CHUTE (1)

BASE & THROWING

A

HEAD ASSY. (1)

A

[Fig. ]

CASTER (4)



ASSEMBLY

Tip pallet and machine to unbolt machine. Remove machine completely from pallet.

Tip machine to each side to install casters (4).

Place the ball bin into position on the top of the Throwing Head at “A” [Fig. l]. Install (3) bolts
(Note that there is (1) 2” bolt and (2) 2-1/4” bolts) as shown in Fig. Il. Tighten bolts securely.

Important:

- Be sure square
shaft collar is fully
seated over feed
shaft assembly and
motor shaft
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Important:
Use (1) 2" bolt

Important:
Use (2) 2-1/4” bolts

[Fig. 1]



>
@)
m
>
"
—
>
@)
~
>
0))
%))
m
<
09)
.
-<

ASSEMBLY CONTINUED

Assembly Continued

4. Attach both ends for the Ball Feed Tube. To do this squeeze Tube Attachment and push
end of Ball Feed Tube over the Tube Attachment on the bottom of the Ball Bin. When the Tube has
been pushed all of the way, release the Tube Attachment. Tighten the two thumb screws, finger
tight, to secure the Ball Feed Tube. Fig. llla and Fig. llib.

5. Following the same procedure, attach the opposite end of the Tube.

6. Install (4) casters by threading into holes in bottom of base. Fig. llic.

Assembly of your Ace Attack is now complete.

[Fig. 111b]

[Fig. I114]

[Fig. Il1c]




OPERATION

Ace Attack Control Panel

POWER SWITCH & CIRCUIT BREAKER

1. This is the main power switch that energizes the entire machine. Nothing will operate until the
main switch is turned “on.” Be advised that there is a (5) five second delay once the machine
is energized

2. Circuit Breaker: When the circuit breaker is activated, turn the power switch “off”. Also turn feeder
and throwing wheels “off”. Allow machine to sit a few minutes and cool. After several minutes,
push the circuit breaker back “on” and power should be restored.

CAUTION! A CAUTION! CAUTION!
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When The machine is not Before turning the power If circuit breaker contin-
in use, the power switch must switch “on” the throwing ues to activate turning power
always be turned “off.” wheels and feeder should be off, call the local electrician or

turned “off.” The oscillator our Customer Service
should be in the repeat posi- 800.717.4251
tion.
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OPERATION

THROWING WHEEL OPERATION

General: Throwing wheels impart velocity and spin to the ball. The higher the RPM, the faster the ball
goes. Spin is imparted when the wheels are turning at different RPM. The greater the difference, the
greater the spin. RPM. increases as you turn the dials clockwise and decrease as you turn the dials
counter clockwise. When all wheels are turning at the same RPM, the ball is imparted with no spin.

WARNING: Personal
Injury Hazard

Never reach down
near Throwing Wheels for any
reason! Always turn all three
speed control dials “off”, turn
the power switch “off”, unplug
Ace Attack from the power
source and wait until the
throwing wheels have come
to a complete stop before
reaching hands or fingers
anywhere near Throwing
Wheels.

THROWING HEAD “UP” /" DOWN” SWITCH

1. For ground strokes, push the switch “Down” until the throwing head is all the way down. For
serving push the switch “up.”

2. Note: All other functions automatically turn “off” when you raise or lower the throwing head.
These functions will automatically turn back “on.”

3. Important: Always have the throwing head in the lower position when you are filling the ball
bin.

FEEDER SWITCH

1. This switch stops and starts the ball feeder. Be sure the throwing wheels are on before you
turn on the feeder. Turning the feeder “on” before the throwing wheels are turning will cause
the ball to jam.

2. Toremove jammed balls, turn the throwing wheel dials to “O” and turn the power switch
“OFF.” Loosen Tube thumb screws, squeeze the handles on the ball chute attachment piece
at the throwing head and remove ball feed chute. See [Fig.llla] This will allow you to remove
all jammed balls. Replace ball feed chute and continue operation.

3. IMPORTANT: There is an automatic anti-jam clutch mechanism that deactivates the feeder.
It is located just above the feed motor on the shaft. You may have to re-seat the mechanism.
Call customer service if you have any questions regarding this (800.717.4251) Typically the
mechanism will re-seat itself and the feeder will resume normal function.



OPERATION

OSCILLATION CONTROL

1. The Ace Attack provides a variety of oscillation selections:
Single Line: The ball is thrown to the same spot. To set the repeat mode, position switch in

the center.

Inactive

<

SingleLine

Two or Three Line: The ball is thrown to two or three locations on the court. The ball direction
will now alternate between forehand and backhand or throw to two or three separate lines for
group instruction. To set the machine for two or three positions, position the switch to the lower
point, “switch” and select either the two position or three position option on the adjacent switch

that is immediately left.

Inactive > Middle

TwolLine

[Down 1> <—{Down |

ThreelLine

Three Line - “The Gould” Drill: Used for simultaneously training two players, or two lines of
players, the ball is thrown to the backhand, then forehand, followed by (2) balls to the center of

the oscillation width.

<«r—{oown]

Gould Drill

Width Control: This dial controls the distance between shot locations. The range or distance

between shots is infinite and easily dialed. The width increases as you turn the dial clockwise.

Interval Control: This dial allows you to change the frequency or time between shots. Depth

of shot, range of shots, type of shot and method of instruction all require different intervals
between shots. The interval increases as you turn the dial clockwise.
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OPERATION

Basic Strokes

GROUND STROKES - Throwing head in the “DOWN?” position.
1. NO SPIN - Set all dials at same speed.
2. TOP SPIN - Set top dial faster, lower dials slower
3. BACK SPIN (SLICE) - Set top dial slower, lower dials faster

SERVES - Throwing head in the “UP” position.

1%Serves:
6-7 6-7
>
O
m
>
J
> 6-7 6-7 4-5
O
~
% Right handed serves Left handed serves
M
X nd
> 2" Serves:
=
@)
Pz
7-8 7-8
3-4 7-8 7-8 3-4
Right handed “kick” Left handed “kick”
NOTE:

The above dial settings are provided as a reference starting point for each shot selection. Exact set-
tings to meet specific requirements can be determined through experimenting with various wheel
speed combinations. Operators will quickly learn exact speed and dial settings through continued use
of the machine.
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OPERATION

Training Drills:
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Ground Strokes Return ||:
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A - Top Wheel 2.5 2.5 2.5 2.5 3.7 9
B - Left Wheel 3 3 3 0.5 2
C - Right Wheel 3 3 3 5
D - Interval Control 2.1 1.5 1.5
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E - Oscillation - Right +

F - Oscillation - Left
G - Width 4.3

alb— [F—{5=||
o|—|F—

2.1 3.5 3.8
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Training Drills:

OPERATION

A
C
D EF G
Net
Volley OH >
T >
3 S8 3 s &
£ g £ = g
- o - - T o
N — N ™ —
A - Top Wheel 2.5 2.5 2.5 2.5
B - Left Wheel 3 3 2.1 3
C - Right Wheel 3 3 2.1 3
D - Interval Control 2.1 1.5 3
E - Oscillation - Right —I_ —I_ 1 _‘_
F - Oscillation - Left .
G - Width 4.5 2.1 5
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AA-20
Arm

AA-16A
Upper Arm

AA-16B
Lower

/

AA-76A
Lower

AA-6
Base Angle

PARTS LIST

AA-1
Caster

AA-10
Upright Arm
Plate
AA-14
Lower
Control Box
Cover
AA-35
Lower
Control Box
Mount Plate
—
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PARTS LIST

AA-62A
Feed Tube

AA-37
Upper Feed Plate >

AA-42 Assembly
Feed Shaft Assembly

v

AA-45A /

Rubber Feed Timer

AA-48
Ball Bin

AA-38A

\
AA-37

Lower Feed Plate

-

AA-42A
Slip Joint

\
AA-29A

Feed Shaft Roll Pin

\ AA-38

Motor
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PARTS LIST

A

AA-15
Upper Control Box Cover

AA-77
Inner Upper Control Box

A

Upper Actuator \

Linkage

Head Upright Tube Assembly
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PARTS LIST

AA-62
AA-31 Ball Entry Tube
Head Frame
\ AA-44
| WireClamp |-
AA-29
Elevation Hinge
AA-57A
Elevation
I
AA-57]
Elevation Handle
AA-57F AA-57D
Elevation Screw Hinge Shaft
\ AA-50A
AA-60 Wheel Guard
Throwing Wheel I
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SPORTS ATTACK PRODUCTS
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ATTACK VOLLEYBALL MACHINE ATTACK Il VOLLEYBALL MACHINE
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SKILL ATTACK VOLLEYBALL MACHINE
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SPORTS ATTACK PRODUCTS

HACK ATTACK BASEBALL MACHINE

HACK ATTACK SOFTBALL MACHINE

TRACK ATTACK VISION MACHINE

19

Please visit our website
www.sportsattack.com
for information about
Sports Attack professional
training products, or call
1-800-717-4251
for complete information
and specifications.
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SPORTSATTACK

SPORTSATTACK LTD.
800.717.4251
www.sportsattack.com



